
                              
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

HV BOTTOM PANEL REPLACEMENT INSTRUCTIONS 

STEP ONE: REMOVE EXISTING INSIDE BOTTOM PANEL 

Using a screwdriver and a hammer, 
punch out the 4 screw hole plugs. 

Remove the 4 screws that hold the panel 
into place.  Located behind the plugs. 

A screwdriver may need to be used to 
pry the screws out because of the self 
drilling end on the screw. 

Remove panel from door.  You will need to 
slide panel to one side or the other and then 
remove the opposite side first. 

Remove old sill spacer from door.  This 
piece is not fastened into place.  Discard 
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STEP TWO: INSTALL NEW BOTTOM PANEL INTO DOOR 

A new bottom panel spacer is supplied with your new bottom panel.  This new spacer must be 
installed as shown.  Do not use the old spacer because it may be slightly different than this one.

Install new panel into door.  This is done 
by first inserting one side into the door, 
sliding it all the way to one side and then 
inserting the other side of the panel.

It is very important that the lip of the sill 
spacer overlaps the insert as shown.  This lip 
may want to tuck under the insert.  If it does, 
lift the insert up and position correctly.

Center the insert in the door and then insert 
a plastic wedge onto each side as shown.  It 
is easiest if you insert both wedges at the 
same time.  You may use a screwdriver and 
a hammer to tap these into place if needed.

Fasten wedges into place using a drill and 
the supplied screws. 
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