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Z-Bar Conversion Kit 
 
This kit will upgrade your hinge rail, latch rail and drip cap to the latest designed components.  
With this new system you will not need to cut the side rails to length.  This will require you to 
completely remove your storm door from the opening.  You may require an additional person for 
assistance with the door, as it is heavy. 
 

Step 1) Remove the closer mechanisms and disconnect the wind chain, if provided, from the 
existing door. 

Step 2) Remove the cover caps if door is equipped with them.  They can be peeled off to 
expose the mounting screws on both sides and the top. 

Step 3) Remove the screws from the latch rail and remove the latch side rail. 
Step 4) Remove the screws from the drip cap and remove the drip cap. 
Step 5) Open the door all the way to expose the hinge screws and remove the hinge screws 

that attach to your door frame. 
Step 6) Close the door about ¾ of the way and remove the front screws to remove the door.  

Caution, at this point your door is no longer attached to the house.  Assistance may be 
needed, as the door is heavy. 

Step 7) Remove the screws that attach the hinges to the edge of the door. 
Step 8) Using the new colored instructions provided; reinstall your hinge rail to the door.  

Your door may not have a pre-drilled hole for locating the hinge rail.  Ensure it is 
positioned 1/16”-1/8” above the door. 

Step 9) Re-install the door into the opening using the new screws and new colored instructions 
provided.   

Step 10) You will need to reuse the original strike plate. 
Step 11) You should be able to reattach your closer mechanisms and wind chain to the existing 

brackets. 


